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FOREWORD

LUMISCAN ACR-2000 SERVICE MANUAL
P/N 0070-715 Rev 02

Proprietary Notice and Disclaimer

The information herein disclosed is the property of Lumisys. Information in this document is
subject to change without notice and does not represent a commitment by Lumisys to incorporate
changes or improvements in units previoudy sold or shipped. No part of this document may be
reproduced or transmitted in any form, electronic or mechanical, including photocopying and
recording, for any purpose other than the purchaser's own use without the express written permisson
of Lumisys

Copyright 1999. All rights reserved.

Trademarks

Lumisys, LUMISCAN 20, LUMISCAN 50, LUMISCAN 75, LUMISCAN 85, LUMISCAN
85LF and ACR-2000 are the trademarks of Lumisys. All other trademarks are the property of their
respective owners, and are hereby acknowledged.

Warranty

One (1) year partswarranty.

For more information contact:

Lumisys

225 Humboldt Ct.
Sunnyvae, CA 94089
(408)733-6565
(408)733-6567 FAX

November 1999
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INTRODUCTION

OVERVIEW

Product Features

The LUMISCAN ACR-2000 is a precison instrument designed to scan storage phosphor screens
and produce high qudlity x-ray images over a wide dynamic range with a high signal-to noise ratio.
This is accomplished by illuminating the screen with alaser as the screen is moved perpendicular to the
laser. The emitted light is collected, converted to an electrica sgna and digitized to provide a 12 bit
resolution image .

*High Resolution

*High Postional Accuracy

A precison galvanometer scanner is utilized to produce aline scan thet is perpendicular to the
direction of plate travel. This provides the postiona accuracy required for high resolution
digitizing.

*Precison Optics
The optica system is desgned to provide diffraction limited performance over the scan
envelope.

*Proprietary Light Collection System

This sets the LUMISCAN apart from other sysems. The light collection sysem permits
collection angles of over 150 degrees a each point, allowing measurements to be extended to
low exposure areas. The collection system coupled with the detector electronics leads to atrue
and precise digita representation of the image information on the plate.

This document contains a basic technical overview of the LUMISCAN ACR-2000. The optics, digita
hardware, and software subsystems are explained, as well as the systems functionality and genera user
operation. Unpacking, hardware and software ingalation, system specifications, service adjustments
and troubleshooting are also included. This document is intended for users who may need to
understand the principles of operation for the LUM ISCAN ACR-2000.
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SAFETY INFORMATION
Conventions

DANGER

A DANGER indicates that persond injury may occur if the user
does not perform the procedure correctly.

CAUTION

A CAUTION indicates that damage to the product may occur if
the user does not perform the procedure correctly.

PRECAUTION

A PRECAUTION indicates that inconvenience to the user, such
as loss of data, may occur if the user does not perform the
procedure correctly.

NOTE

A NOTE indicates the information that should be called to the
attention of the user.

Be sure to read and understand the ingtalation and operating instructions before applying power to the
LUMISCAN ACR-2000.

Laser Safety

The LUMISCAN ACR-2000 incorporates a Red >15mw high-power solid-state laser diode. The
covers on the LUMISCAN ACR-2000 protect the user from direct exposure to laser light. These
covers will protect a user only if they are properly installed when the system is being used. Covers must
be removed and replaced by properly trained personnd. If the covers have been damaged during
shipment or in usage, contact your local service representative for replacement covers.

DANGER

THIS EQUIPMENT EMPLOYS A LASER. LASER
RADIATION MAY BE PRESENT IF THE LUMISCAN
ACR-2000 ISOPERATED WITHOUT COVERS.

AVOID LASER BEAM. DIRECT EYE EXPOSURE TO
LASER LIGHT MUST BE AVOIDED.

vii
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Electrical Hazards

WARNING
THIS EQUIPMENT IS OPERATED WITH HAZARDOUS

VOLTAGES WHICH CAN SHOCK, BURN OR CAUSE
DEATH.

This equipment must be serviced by persons properly trained and certified by Lumisys.

DO NOT operate the LUM I SCAN ACR-2000 with a damaged power cord.

Use of an extension cord is not recommended.

This e_quipment must be properly grounded and power connections ingpected to insure safe
operation.

FCC Notification

This equipment generates, uses, and can radiate radio frequency energy, and if not ingdled in
accordance with the ingdlation instructions, can cause interference with radio communications.



LUMISCAN ACR-2000 SERVICE MANUAL - INTRODUCTION

LUMISCAN ACR-2000 SYSTEM SPECIFICATIONS

SCAN SIZE

PIXELS PER LINE

SCAN RATE

GREY SCALE RESOLUTION

INTERFACE

DIMENSIONS

POWER REQUIREMENTS
TEMPERATURE
CONSTRAINTS

HUMIDITY
VIBRATION/ACCELERATION
ALTITUDE

WEIGHT

18x24t035x43cm
2048 10" to 14"

50 lines/second

12 bits (4096 levels)

|SA Interface Card With
16 Mbytes Memory

205"Wx 13'"H x 27D

100 to 120V, 50/60 Hz, 1.5 Amps
220 to 240V, 50/60 Hz, 1.0 Amps

15 to 35 degrees C - operating
-18 to 65 degrees C - non-operating

20 to 80% non-condensing
3G Max (in shipping)
0to 10,000 ft. - operating

85 pounds (125 pounds shipping weight)
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1.0 PRE-INSTALLATION

1.1 Purpose

The purpose of this section is to provide the necessary information to efficiently configure a ste for the
LUMISCAN ACR-2000 pre-ingdlation.  This includes environmenta, dectricd, and physca
parameters.

1.2 Voltage Requirements

The LUMISCAN ACR-2000 operates at 120 VAC for domestic units. International units operate at
220/240 VAC. To change the voltage of the LUMISCAN ACR-2000 READER, follow the procedurein
SECTION 2.0 of the Service Manual. The ACR-2000 ERASER is permanently configured for
120VAC or 240VAC.

1.3 Environmental

There are severd environmental factors to congder when ingaling the LUMISCAN ACR-2000
READER. The basic concerns are ambient light, humidity and temperature.

The ambient light in which the LUMISCAN ACR-2000 READER operates is extremely important. The
LUMISCAN ACR-2000 READER isa DARKENED ROOM CR system meaning the ambient light can
not exceed Exposure Vaue (EV) of 2. The room should be light enough to see where objects are, but no
lighter. Too much ambient light during a scanning operation will darken images and introduce image
artifacts.

Under NO circumstances should the digitizer be placed in a darkroom with a film processor present. This
will Void the warranty.

The humidity and temperature limits are 20 to 80% non-condensing, and 15° to 35°C, operating,
respectively.

The room should have good ventilation.

Another factor to condder prior to ingdling the LUMISCAN ACR-2000 is dust. The LUMISCAN
ACR-2000 contains optics that are affected by dust. In a dusty environment, small amounts of dust and/or
dirt may enter the optics module. This dust can affect image quality. To prevent this potential problem, it is
recommended that the LUMISCAN ACR-2000 be ingtaled and operated in a clean environment.

Do not ingal inaroom where laundry or towels are stored. These add lint and dust to the environment

1-1



LUMISCAN ACR-2000 SERVICE MANUAL - SECTION 1.0 PRE-INSTALLATION

Flooring should betile and linoleum only. Carpeting or rugs should not bein the room.

1.4 Physical requirements

The LUMISCAN ACR-2000 weighs over 75 pounds. It isimportant the system is placed on a table or
gtand that can provide adequate and level support.

15 Connectivity

The room needs to have a10 Base T network connection.

1-2
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20 LUMISCAN ACR-2000 INSTALLATION

2.1  Unpacking I nstructions

NOTE

INSTALLATION SHOULD NOT BE ATTEMPTED UNLESSTHE SERVICE ENGINER HAS
BEEN FACTORY TRAINED
WARNING
THE LUMISCAN ACR-2000 READER WEIGHS OVER 75
POUNDS. IT REQUIRES TWO PEOPLE TO SAFELY LIFT
AND MOVEIT.
THE LUMISCAN ACR-2000 READER USES A LASER FOR
SCANNING. DO NOT LOOK DIRECTLY AT THE LASER
LIGHT.
CAUTION

THERE ARE TWO BRACKETSON THE BOTTOM OF THE
FRONT ENCLOSURE. THEY MUST NOT BE PLACED ON
THE TABLE BUT POSITIONED SO THEY HANG OVER
THE TABLE TO SUPPORT THE SCREEN EXIT TRAY.
THESE BRACKETSWILL BE DAMAGED IF PLACED ON
THE TABLE.

211 ToolsRequired

A 7/16" open end wrench and a large flat blade screw driver are required.

2.1.2 Unpacking the LUMISCAN ACR-2000 READER

Using the large screw driver, remove the clamp brackets from the bottom of the crate.

Lift the crate off the pallet.

Remove the accessories box.

Remove the plastic bag protecting the system.

Using the 7/16" open end wrench, remove the 4 bolts from each corner of the pallet undernesath the
2-1
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LUMISCAN ACR-2000 READER.
With TWO PEOPLE, lift the LUMISCAN ACR-2000 READER off the pallet.

Toingdl theLUMISCAN ACR-2000 READER, follow the Har dwar e | nstallation Procedures.

2.2 Hardwarelnstallation

221 ToolsRequired

#1 flat-head screwdriver
#1 philips-head screwdriver

222 ACVoltage

You must verify that the LUMISCAN ACR-2000 READER is st up for the correct AC line voltage.
This can be checked by looking at power configuration panel which islocated just to the right of the power
entry plug next to the on/off switch in the rear of the machine. The LUMISCAN ACR-2000 READER is
set for 120 VAC for domestic units. See Figure 2-1.

If the LUMISCAN ACR-2000 READER isto be operated at 200/240VAC line voltage configuration
requires removing and inverting the Corcom fuse module, and the programming card must be changed.
Note: disconnect power before changing line voltages or fuses. First remove the plastic cover/fuse
module by using a small screwdriver to pry out the fuse module(See figure 2-1). Loosen the philips head
screw and remove and invert the fuse block and tighten the screw. Two each 1 Amp 250V 5mm x 20mm
Slo-Blo fuses should dl ready be installed, if not ingtall them. Next remove the programming card rotating
it until the desired voltage is pointing inward and rotate the voltage indicator to point outward and reinsert
the card. Replace the fuse module and ensure the indicator is pointing to the correct line voltage. The
LUMISCAN ACR-2000 READER will isnow set for operation.

Note
The fuseinthe LUMISCAN ACR-2000 READER for 100/200 volt operationisa 1.5 Amp 250/75 volt
Slo-Blo fuse (Lumisys Part Number 0065-513). The fuses used for 200/240 volt operation are 1.0 Amp
Slo-Blo fuse (Lumisys Part Number 0068-487).

The LUMISCAN ACR-2000 ERASER comes either in a120VAC mode or a240vVAC modd.

223 Power Cable
The LUMISCAN ACR-2000 READER utilizes an internationd 1EC grade connector for the power

cable. Sysems are shipped with a standard NEMA 5-15 hospital grade cable. This cable requires
replacement depending upon the country of ingtalation. Insert the female end into the input power socket.

2-2
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ON/OFF SWITCH

POWER IN
N \
‘\;JA

POWER CORD

CONTROL
INTERCONNECT CAFH

Figure 2-1 Power Switch Location
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224 Media Support Assembly

Fasten the Media Support Assembly to the top of the Front Enclosure.

225 Screen Exit Assembly

Place the Screen Exit Tray in the brackets on the bottom of the Front Enclosure.
2.2.6 Ingtallation of Data Control Board (DCB)

The ACR-2000 Reader is controlled by a proprietary Lumisys Data Control Board in an IBM type PC.
The DCB is8 hit ISA. The DCB usesthree resources, IRQ, Mem Seg Addr, and Base |/O Addr.

Notel: The ACR-2000 product contains a pre-configured PC workstation. It is not necessary to ingtall the
Data Control Board unless a different PC is used.

Note2: If a replacement DCB is to be ingalled in a PC supplied by Lumisys, the PC will likely be set to
use certain resources for the DCB. These likely resources are IRQ 7, Mem Seg D800, and Base 1/0 100.
It is recommended to set the DCB to these resources before ingallation. Please consult Appendix A for
the resource chart.

With power off, remove cover from the target PC or compatible(See Note below). Taking appropriate
anti-gatic precautions, remove the Data Control Board from the accessory box and ingtdl it inan 8 or 16
bit 1ISA dot. Securethe DCB inthe dot and replace the covers.

The Data Control Board is factory configured to use IRQ 5, I/O Addresses 100-11F and has a 32
KByte window at hex address DO000-D7FFF. If these addresses conflict with your system configuration
they may be changed. Please see APPENDI X A for ingtructions on how to change the IRQ levd, the I/O
address, or the 32 Kbyte window address.

NOTE

The minimum hardware requirements for the Host
computer is asfollows:

CPU: Pentium Il 266MHZ

RAM: 128MB

Operating system: Windows NT 4.0 with Service Pack 4 or higher
Microsoft Internet Explorer 4.01 or higher

2.2.7 Installation of Control Interconnect Cable

Remove the Control Interconnect Cable (a 37 pin, Made/Made, D-Subminiature cable) from the
accessoriesbox.  Connect one end to the Data Control Board the other end to the LUMISCAN ACR-
2000 READER and secure both ends using a smdll flat blade screwdriver.
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2.2.8 Ingtallation of the ACR-2000 Eraser

Remove the ACR-2000 Eraser fromits container. The ACR-2000 Eraser provides the means to return an
exposed phosphor plate to its ground state and ready for the next patients exam. The eraser can be
mounted on the wall by following the separate and included instructions or can be placed on a desktop near
an AC outlet.

2.3 Driver Installation

To operate, the LUMISCAN ACR-2000 READER software requires you to have WinNT 4.0 ingalled
on your PC and a least 2.0 megabytes of hard disk space available for the creation of a directory and
transfer of files from the floppy instdlation disk. Additional disk space will be required to save digitized
images on the disk. Mogt plates require 2.5 to 10.5 Mbytes of disk space to store the digital image,
depending on the plate size and scanning resolution. (low quality 1K or high quality 2K)

The LUMISCAN ACR-2000 READER comes configured with an ISA interface. Lumisys provides
host computer support software for the LUMISCAN ACR-2000 READER configured with the ISA
interface.

2.3.1 Correction LUT Files

The Windows NT LSDT driver automatically loads a Correction LUT (CLUT) file during the driver
loading process. When shipped from the factory, this file is named CLTXXXXX.DAT where
XXXXX is the serial number of the reader the Correction LUT file pertains to. The CLUT file is
shipped on the distribution floppy disk. Thisfile is used to calibrate the associated reader and should
be used with that reader only.

The CLUT file must be in a specific directory and its name must be specified in the LSDT section of
the Registry. Since the file name is specified, multiple CLUT files may be stored in the same
directory. See detailed installation instructions below.

2.3.2 DOS, Windows 3.x and Windows 95 and Windows 98 Driver | nstallation

To install the software, place the floppy distribution disk in drive A. From a MS-DOS prompt type
"aiinstall" and then follow the instructions. The installation software will create a directory on the
hard disk and transfer the required software from the floppy disk to the hard disk.

Copy the CLUT file (CLTXXXXX.DAT) from the floppy data disk into the root directory, C:\. Be
sure to remove any and all other CLUT files from the root. They can be stored elsewhere, just not in
the root.

Copy the CAL file (CALXXXXX.DAT) from the floppy data disk into the root directory, C:\. Be

sure to remove any and all other CAL files from the root. They can be stored elsewhere, just not in
the root.

2-5
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NOTE
If, when the driver loads, no CLUT/CAL files are found or multiple CLUT/CAL files
are found in theroot , the driver will default to a1:1 Correction LUT and no CAL
LUT and it will audibly beep.

The device driver LSDTVxxx.COM (where Vxxx is the version number) must be loaded by the user
for the software to work. To load the driver the user should add the command " |sdtvxxx" to the
AUTOEXEC.BAT or from the MS-DOS command line type " LSDTVxxx" . Notethat in all
versions of Windows, if you load the driver from a DOS session, it will only work for programs run
from that DOS session, not from programs run from a desktop icon. The driver occupies
approximately 17,500 decimal bytes of memory.

Also, it may be convenient to add “C:\LSDT\Tools’ to your PATH statement.

NOTE

Information on driver switches used to alter the DEFAULT driver settings are
described in APPENDI X A: ACR-2000 JUMPER AND SWITCH SETTINGS.

2.3.3Windows NT Driver Installation

To ingtall the software, place the floppy distribution disk in drive A. Run SETUP.EXE and follow
the instructions. The installation software will create a directory on the hard disk and transfer the
required software from the floppy disk to the hard disk. It will also create an NTLSDT program
group and create or update various registry entries. Inthe NT Control Panel, a Device will be created
called LSDT. The LSDT Device can be configured to start manually or automatically.

Installation types are:

"Compact”  only installs DRIVER, DLL, TOOLS, and LSEXP.EXE

"Typical" same as "Compact"

"Custom’ by default installs everything, "Compact” plus development files
(Custom recommended)

NOTE
Read the README.TXT file included on the distribution disk.

The “\SystemRoot” directory below represents the Windows NT main directory. For
example, C\WINNT (the default), C:\WINDOWS, C:\Y OURNAME.

2-6
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Copy the CLUT file (CLTXXXXX.DAT) from the floppy distribution disk into the directory,
‘\SystemRoot\system32\drivers. Use the “LSDT for Windows NT Control Panel” (see below) to
enter this filename into the LSDT section of the Registry.

Copy the CAL LUT (CALXXXXX.DAT) from the floppy distribution disk into the directory,
‘\SystemRoot\system32\drivers. Use the “LSDT for Windows NT Control Panel” (see below) to
enter thistable into the LSDT section of the Registry.

NOTE

If the specified CLUT file is not found when the driver loads, the driver will default to
a 1:1 Correction LUT and a warning message will be logged to the Event Logger.

2.3.4 Data Control Board Resour ces

The Data Control Board is factory configured to use IRQ 5, I/O Addresses 100-11F and has a 32
KByte window segment at hex address DOOO-D7FF. If these addresses conflict with your system
configuration they may be changed. The hardware configuration is determined by a DIP switch and an IRQ
jumper on the Data Control Board. Please see APPENDI X A for ingtructions on how to change the IRQ
level, the 1/0O address, or the 32 Kbyte window address.

The most common alternates to the default resources are IRQ 7, 1/0 Address 120, and Segment
Address D800.

If the Data Control Board is reconfigured to use different resources, LSDT Control Panel must reflect
the change also.

2-7
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2.3.5 Softwar e I nstallation Tips

Windows NT driver disk 2.00 and later

1.

© oo N

It is necessary to have a*“ Dengity Correction Lookup Table” installed to achieve accurate density
tracking. Thisfile islocated on the installation floppy disk. The file format is
“CLTXXXXX.DAT” where XXXXX isthe serial number of the Reader. Thisfileisinstalled in
the “C:\SystemRoot\SY STEM32\DRIVERS’ directory. Although more than one different file of
thisformat can be installed, the LSDT Control Panel needs to specify which file isto be used for
the particular digitizer in use.

The CAL Table matching the Serial Number of the unit must be installed in the
"C:\SystemRoot\SY STEM32\DRIVERS" directory. Thefileisin the format
"CALXXXXX.DAT".

Installing the LSDT NT Software will create in the NT Control Panel a Device called LSDT.
The Digital Control Board uses three resources that need to be free. These are Segment Address,
IRQ, and Base I/0O Address. One, two, or all of these resources can be changed if necessary.
These settings are hardware selectable on the DCB.

The LSDT Control Panel needs to match the DCB resource hardware settings. The default
resources are Segment Address D000, IRQ 5, and Base 1/0 100. If these resources are used, it
isn't necessary to change the LSDT Control Panel.

The most common alternate DCB resources are Segment Address D800, IRQ 7, and Base I/0O
120.

Fromthe LSDT Control Panel, select the CLT file matching the Serial Number of the Unit.
Select the appropriate CAL Tablefileinthe LSDT Control Panel.

To verify the driver isinstalled properly, perform the following steps. Go to a COMMAND
prompt. Navigate to C:\LSDT32\TOOLS. Insert a plate. Run the SCANFILE.EXE program. At
the end of the scan the number of pixels per line and the total number of lines should be roughly
proportional to the film dimensions. As an example, a 35cm x 43cm plate at the default resolution
would be 2048 pixels per line and approximately 2500 total lines in the image. If the total number
of lines significantly differs from the proper ratio there is probably a Memory Segment conflict. If
the plate halts mid scan or doesn't scan there is probably a Base 1/0 Address conflict. If the plate
goes all the way through the system without scanning there is probably an IRQ conflict.

Windows NT (prior to NT driver disk 2.00)

1.

It is necessary to have a* Dengity Correction Lookup Table’ installed to achieve accurate density
tracking. Thisfileislocated on the installation floppy disk. The file format is
“CLTXXXXX.DAT”. Thisfileisinstalled in the “ C:\SystemRoot\SY STEM32\DRIVERS’
directory. Although more than one different file of thisformat can beinstalled, the LSDT
Control Panel needs to specify which fileisto be used for the particular digitizer in use.

The CAL Table matching the Serial Number of the unit must be installed in the
"C:\SystemRoot\SY STEM32\DRIVERS" directory. Thefileisin the format
"CALXXXXX.DAT".

Installing the LSDT NT Software will create in the NT Control Panel a Device called LSDT. The
LSDT Device can be set to start automatically or manually. Until the proper DCB resources are
found, it isrecommended that the LSDT Device be set to Manual to prevent the PC from
locking when turned on.
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4. The Digital Control Board uses three resources that need to be free. These are Segment Address,
IRQ, and Base /O Address. One, two, or all of these resources can be changed if necessary.
These settings are hardware selectable on the DCB.

5. TheLSDT Control Panel needs to match the DCB resource hardware settings. The default
resources are Segment Address D000, IRQ 5, and Base 1/0 100. If these resources are used, it
isn't necessary to change the LSDT Control Panel.

6. The most common alternate DCB resources are Segment Address D800, IRQ 7, and Base I/0O
120.

To verify the driver isinstalled properly, perform the following steps. Go to a COMMAND prompt.

Navigate to CANTLSDT\TOOLS. Insert aplate. Run the SCANFILE.EXE program. At the end of

the scan the number of pixels per line and the total number of lines should be roughly proportional to

the film dimensions. As an example, a 35cm x 43cm plate at the default resolution would be 2048

pixels per line and approximately 2500 total linesin the image. If the total number of lines

significantly differs from the proper ratio there is probably a Memory Segment conflict. If the plate
halts mid scan or doesn’'t scan there is probably a Base I/0 Address conflict. If the plate goes all the
way through the system without scanning there is probably an IRQ conflict.

DOS or Windows 3.x or Windows 95/98

1. Itisnecessary to have a“ Dengty Correction Lookup Table” installed to achieve accurate density
tracking. Thisfile islocated on the installation floppy disk. The file format is
“CLTXXXXX.DAT”. Thisfileisinstalled on the C:\ root directory. There can be only one file of
this format installed at one time. Also, the file needs to match the Serial Number of the digitizer.

2. The CAL Table matching the Serial Number of the unit must be installed in C:\ root directory.
Thefileisin the format "CALXXXXX.DAT".

3. The TSR driver, LSDTVXXX.COM, needs to be loaded for the digitizer to operate. The driver is
located in the C:\LSDT\TOOLS directory.

4. The Digital Control Board uses three resources that need to be free. These are Segment Address,
IRQ, and Base I/0O Address. One, two, or al of these resources can be changed if necessary.
These settings are hardware selectable on the DCB.

5. The TSR driver command line needs to match the DCB resource hardware settings. The default
resources are Segment Address D000, IRQ 5, and Base 1/0 100. If these resources are used, it
isn't necessary to change the TSR driver command line.

6. The most common alternate DCB resources are Segment Address D800, IRQ 7, and Base I/0O
120.

To verify the driver isinstalled properly, perform the following steps. Go to a DOS prompt. Navigate

to CALSDT\TOOLS. Insert afilm. Run the SCANFILE.EXE program. At the end of the scan the

number of pixels per line and the total number of lines should be roughly proportional to the film
dimensions. As an example, a 35cm x 43cm plate at the default resolution would be 2048 pixels per
line and approximately 2500 total linesin the image. If the total number of lines significantly differs
from the proper ratio there is probably a Memory Segment conflict. If the plate halts mid scan or
doesn't scan there is probably a Base 1/0 Address conflict. If the plate goes all the way through the
system without scanning there is probably an IRQ conflict.
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30 SYSTEM OPERATION

3.1 Power-Up

The power switch onthe LUMISCAN ACR-2000 READER islocated in the lower left corner of the
right sde panel of the scanner. Two LEDSs, one above the other, are located in the lower right corner
of the front panel. The top LED islabeled Power, while the bottom LED islabeled SCAN.

POWER
SCAN

ABORT SWITCH

Figure 3-1 LED Locations

When power is turned on, the Power LED illuminates. Once the power is turned on, the PC power
should also be turned on, booted and the driver ingtalled. The scanner will emit an audible tone when

the driver isingalled.
NOTE

The LUMISCAN ACR-2000 READER should be dlowed to
warm up for 5 minutes prior to use in order to stabilize the system.

If the scanner is powered off and back on, the host PC driver must be stopped and restarted. This
can be done using the “Isdt” Deviceinthe NT Control Pandl.
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3.2 PlateHandling and Loading

Processed Phosphor Plates that are to be scanned should be handled carefully to avoid introducing
scratches, fingerprints and/or gtatic.

The physica process by which storage phosphors work does not change or, “wear out”, over
time. Consequently, the lifetime of the storage phosphor screens is dependent on how carefully
they are handled. Dug, fingerprints and scratches on the plate may be visble in the x-ray images
and degrade their qudity. For plate cleaning instructions, refer to Chapter 6.
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Handle plates with powder-free latex gloves.

Clean plates every day or after every 10 scans. Use Anhydrous Ethyl Alcohol applied with
laboratory grade lint free paper towels.

Clean the input guide and output tray with anti-static guard spray every day.
3.3 Technique

The Lumisys ACR-2000 is aroughly 200 speed system.
If only CR images are acquired, Phototimers should be adjusted for CR exposures. Thisis because

the speed of the system and because CR cassettes attenuate x-rays differently than conventional
screen-film cassettes.

34 Scanning A Plate

Once a plate has been placed into the image plate-input guide, the user may initiate a scan.  Once
garted the image plate will be moved into postion, the edges found and the image plate digitized.

To digitize a plate you may use the DI-2000 Acquistion Application which is ingdled on the ACR-
2000 Workstation. Please reference the DI-2000 Users Reference Guide which is located in the C:\DI-
2000 directory.

You may aso use the sample scanning program called "SCANFLE.EXE", which is located in the
“CA\LSDT32TOOLS’ directory.

From the command prompt type "SCANFILE <cr>".

A image plate will be digitized in a Lumisys format using all default parameters and the results
placed in afilecdled LSDT.IMG.

WARNING
THIS EQUIPMENT EMPLOYS A LASER. LASER RADIATION MAY BE
PRESENT IF THE LUMISCAN ACR-2000 READER 1S OPERATED
WITHOUT COVERS.

AVOID LASER BEAM. DIRECT EYE EXPOSURE TO LASER LIGHT
MUST BE AVOIDED.
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40 THEORY OF OPERATION

41 Product Overview

The LUMISCAN ACR-2000 READER is a single-image plate laser scanner designed to scan and digitize
the latent image from medica storage-phosphor image plates. The systemis based on a fixed size scanning
gpot and can scan up to 2048 pixes across image plates of 18 to 35 cm in width. This is achieved with a
high intensity spot of light derived from a high-power red laser diode which is scanned across the imege
plate surface as the image plate is moved perpendicular to the beam scan. The stimulated light is collected
and digitized to provide an image file that can be stored on disk, transmitted to other systems for processing
and manipulation, archived, and/or printed back film.

The LUMISCAN ACR-2000 READER is a bagc scanner with no image plate handling and is intended to
be used in a darkened room environment. The image plate must be removed from the cassette and placed
into the feed dot in order to be scanned. When the scan is complete the image plate must be removed from
the exit tray and erased by placing into the external eraser, then reloaded into its cassette for the next use.

Figure 4-1 Lum scan ACR- 2000 READER
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4.2 System Configuration
The configuration of the LUMISCAN ACR-2000 READER includes optics, eectrical and power supply
assemblies, PCAsfor scanner control and data acquisition, and a plate transport assembly.

4.3 Optical Beam Path
The READER contains a laser, laser power supply, fixed optics and mirrors, a scanning galvanometer, light
detection system and a electronics subsystem for control.

The READER uses ared, high-power solid-state laser diode (about 35 mw at 658 nm) as the beam source.
The laser diode energy is coupled into a single-mode fiber which is then focused through alensto produce a
very high-quality spot. The beam is deflected by a galvanometer scanner to produce the sweep. The folding
mirror bends the beam so0 as to sweep the beam horizontaly across the image plate as the image plate
travels vertically. See Figure 4-2.

The beam passes through the integrating collection cylinder and strikes the phosphor surface of the image
plate. The red light striking the image plate stimulates blue emisson from the image plate in proportion to
the X-ray energy stored in the image plate as a result of the exposure. This blue light is collected by the
integrating cylinder. The red light is blocked from reaching the photomultiplier tubes by blue glass filters.
The collected blue light is detected by photomultiplier tubes, which convert the photons into a sgnd. This
sgndl is then logarithmicaly amplified, corrected for spatia variations in the system sengtivity across the
width of the screen, and then digitized by an A/D converter.

FOLDING MIRROR

PMT TOWER

LENS ASSY

COLLECTION CHAMBER
OPTIC FIBER

FIBER CARRIER

Figure4-2 LUMISCAN ACR-2000 READER Optical Beam Path
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4.4 Digital and Electrical Systems

The eectrica subsystem of the LUMISCAN ACR-2000 READER conssts of the Data Control Board,
(DCB), that is located in a PC-type host computer an interconnecting cable to the LUMISCAN, and the
scanner, which houses six printed circuit boards. These include:

Data Acquisition Board (DACQ),
PMT PreAmp Board,
Galvanometer Board,

Indicator Board.

Indicator/ff Interface Board
Reference LED Board

4.4.1 Data Control Board

All operations are controlled by the Data Control Board via means of control registers. Although some of
these registers are physicaly located on the Data Acquisition Board, they are accessed through the Data
Control Board. Once a scan is initiated, data acquisition is automatic, requiring no intervention until the
image has been written into image memory on the Data Control Board. Image data can be transferred out
of image memory during or after image acquisition. The Data Control Board receives its power from the
host computer. No power istransmitted over the interconnect cable.

4.4.2 DataAcquidtion Board

The Data Acquigtion Board performs dl the signa conditioning and data acquisition functions, including
calibration and lookup table functions.

443 PMT PreAmp Board

The PMT PreAmp Board contains the first sage preamplifier. This board provides power connection, a
high voltage divider network for the PMT tubes and afirst stage amplifier for the PMT sgnals.

444 Galvanometer Board

The Galvo board contains a high-accuracy feedback servo amplifier for controlling the position of a mirror
mounted on the shaft of a scanning galvanometer. Pogtion feedback is from a sensor integra to the galvo.
The gavo motor shaft oscillates back and forth through an arc  of approximately 30 degrees a a rate of
50Hz. A smdl mirror attached to the shaft intercepts the gatic laser beam and sweeps (scans) it across the
width of the image plate. It important that the Galvanometer Board be adjusted so that the beam scans
across the plate at a consstent speed.  Proper performance of the Galvo PCB is dependent upon the
adjustment of severa of its potentiometers.
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445 Indicator Board

The Indicator Board contains two LED indicator lamps which are used to signa scanner power ON and
SCAN gatus. The SCAN indicator is turned on only while ascanisin process; it dso  blinks whenever the
plateisin the optica path.

4.4.6 Indicator/FF Interface Board

The Indicator/FF Interface Board provides an adjustable drive circuit for the Reference LED Board.

447 ReferenceLED Board

The Reference LED Board provides a means of mounting the blue reference LED and a connector. The
blue LED provides a consstent reference sgna for purposes of sdf-alignment by the eectronics.
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448 Power Digribution

The ACR-2000 READER contains four integral power supplies. One is a high voltage supply for the
PMTs. A triple output linear supply provides + 12 volts and +5 volts. One dua linear + 15 volt supply and
one dud linear + 12 volt supply. The + 15 and the + 12 volt power supplies are identical except for jumper
configuration.

| AN 0069-935 0069-930 e 0070-637
e PMT
POVER @ 0058-142 PJCzA
AlTeR 0 =
12QVAC /1.54-58 = l
240VAC/1.0A-5B 0065-319 2 GALVO
POWER 5,
j ENTRY.
PSt
Hv
ON/oFF 5 Rl
SwiTcH P 0068499
s o FILM
I HTAk-15W-A WTR COVER
R INTERLOCKS
2 L D069-835 e
PS3 5 (o ]
e | 0069-873
: FA 0070-635 \’J"—J‘
HAA15-0.84 DACQ
PCA
LASER
Ps2 wRveR )
5 sy s (y f]D00-6s¢ (] oo
alA U J U
HAAIS-0.84 3 4,
G PATE
0069-666 | SESOR
N s @ GD E) ﬂw
] 4| I
5 6} 0068-321 ' 0062-052 b
|
0070-384 0070-385
Y4 ‘
RBK/1 ‘
/ J5AJA 0064-410 )
13 J| PCA
REF /LED
SCRN/PRES|
0070-648

PRESENT
SENSOR

Figure 4-3 LUM SCAN ACR- 2000 READER Power and El ectrical System

The Digital Control Board receives its power from the host computer. No power is transmitted over the
interconnect cable.
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4.5 Sub-System Operation
45.1 DATA CONTROL BOARD (DCB)

The DCB isastandard size PC/XT board occupying 32K bytes of memory space and 24 bytes of 1/0 space.
It supports 8-hit data transfers only and has multiple interrupt capability. The physica memory conssts of
asngle, 72-pin SSIMM with 16MB.

Image memory is accessble through a 32KB window. This window can be postioned on any 32KB
boundary within the standard IMB DOS address space by means of five DIP switches on the DCB.
Memory page sdlection is accomplished through a Bank register.

The image memory is accessible at dl times including during image acquisition. An arbiter controls access,
giving the data writes priority over bus access. If necessary the PC bus IOCHRDY sgnd is asserted to
delay the bus access. The image memory should never be written to from the bus during image acquisition.

During image acquisition a separate 24-bit counter selects sequential byte addresses for each data write;
counting aways Sarts at address zero. Address counting is only enabled when SCAN istrue, and isreset to
0 when SCAN changes from falseto true. The counter can be read a any time.

The control registers are mapped into the I/O addresses 100 hex through 117. These locations are fixed
and can be changed only by changing the firmware. The DCB alows the sdlection of three dternate
mapping of the I/O registers by means of aDIP switch.

In addition to image memory there are 64KB of memory on the Data Acquistion board which are
accessible through the DCB. This memory is where the cdibration and lookup tables are located and is
fully R/W accessible, but only while not scanning.  Access is sequentia through a 16-bit I/O register. The
memory is organized on the Data Acquisition board as eight tables of 4K x 16 bits each. The sequential
access can begin at the beginning of any one of the eight tables by means of a 3-bit LUT bank sdlect field
and an Autoincrement Reset bit. Accesses can extend beyond the sdlected bank; the bank register will
autoincrement also.

The DCB can interrupt at levels IRQ3 through IRQ7 (jumper selectable). There are four possible interrupt
sources, each one can be separately enabled and cleared.
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Control During Scanning

During the scanning process the DCB generates the timing and synchronization sgnas and transfers the
image data into image memory as it becomes avalable. There are three clock generators and three
counters  Scan Clock, FIm Clock, Pixd Clock, Delay to 1st Pixel count, Pixels per Line count, and Lines
per Image count. These are each described briefly below.

The Scan Clock is a continuous clock signal derived by dividing 10Mhz. It is used to control the line scan
repetition rate and to synchronize the beginning of each scan sweep (Start of scan, or SOS). The actud
linear rate during each sweep is controlled by the Data Acquisition board. For the 135 the Scan clock is set
for a50 Hz scan rate and should never be changed.

The Film clock is a continuous clock signa derived by dividing 10Mhz. It is used as the reference for a
frequency-controlled servo motor driver which controls the film transport motor. The plate speed is directly
proportiond to this frequency.

The Pixd Clock is a gated trigger sgna derived from 40Mhz. The trigger sgnd is sent to the DACQ
during each scan line after the completion of the Delay to 1st Pixdl count and until the completion of the
Pixels per Line count.

The Delay to 1t Pixd counter counts the Pixel clocks, beginning at SOS (Start of Scan) and terminating
when its preset count is reached.

The Pixels per Line counter is enabled at the termination of the Delay to 1t pixel count and counts Pixel
clocks, terminating when its preset count is reached. If enabled an interrupt request will be generated at
count termination.

The Lines per Image counter is enabled at the beginning of a scan and is incremented at the end of each
scan line, terminating when its preset count is reached. If enabled an interrupt request will be generated at
count termination. The usua vaue for this counter is 65,535 (maximum), which effectively disables this
control and permits the I film (plate present status) signal to be used to control acquistion.

Interrupt Requests
There are four possible sources for interrupt requests by the DCB: Lagt pixd in ling, Last line in image,

Change in I<film (film entering or leaving optica path), and Event O, which is used for the Abort switch.
Each can be independently enabled and cleared.
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452 DATA ACQUISITION BOARD (DACQ)

The DACQ board performs all of the signal conditioning and data acquidgtion functions, including
calibration and output table lookup. In addition it generatesthe Galvo sweep control waveform and
providesthe Film Motor control and drive.

The DACAQ is optimized for digitizing image plates up to 14" wide with a resolution of 2048 pixeldline
(146 pixelslinch) and can accommodate increased resolutions with smdler plates (e.g. 256 pixelsinch across
a 8" image plate

Mogt of the digita logic on the DACQ board is contained in two large Programmable Logic Devices and a
Digitd Signal Processor. These are |Cs which are SRAM-based and must be downloaded with code before
they become functional. The DSP downloads or boots a power-on and each time a DACQ function is
initiated. However a power-on and after the DSP boots, it then also downloads the two PLD's with their
code. If for some reason the download fails to complete, the board will be nonfunctiondl.

Signal Conditioning

The andog sgnd path congsts of a logarithmic amplifier. The log amp is of a specia type that does not
depend on a semiconductor junction but rather a resstor ladder network. It has inherently high stability,
dynamic range and bandwidth and depends only on resstor vaues for accuracy. In addition there is a
proprietary self-adjustment circuit which is controlled by the DSP and acts to maintain the low-level sgna
accuracy.

Start/end of Film Detection

The Start/End of FHIm (I1SFILM) detector is a photodetector which islocated at the cylinder dot such that it
isin the path of the laser sweep when there is no image plate present, which results in a pulse sgnd. This
sgnal is blocked while the image plate is being scanned; ISFILM is defined as the absence of this pulse.
Note that if the laser is not on or the sweep is misaligned such that it does not strike the detector then this
will be interpreted as ISFILM being true.

Acquigtion Control

The acquisition process begins with the initiation of an A/D sample output of the log amplifier. Control is
primarily by the DSP device (DQDSP.DSP), in conjunction with PLDs (DQCTRL.TDF and
DQDSPIF.TDF). A pixd acquistion sequence is initiated by each PIXTRIG signd from the Data Control
Board. The function performed for each pixel depends on the Mode which is sdected in the DACQ CSR.
During acquisition, the functions may include from one to three lookup table steps and a check of the data
againg upper and lower limits.
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In al modes the acquistion process ends with the writing of data into the output register and assertion of
the sgna DATAVAIL to the DCB. The DCB then transfers the data into the image memory depending on
the following; the Mode, the state of ISFILM, the state of the Pixel counter and the state of the Line
counter.

Calibration and Table L ookup
The three possible Lookup table functionsare: Correction LUT, Cdibration LUT and Output LUT.

The Correction LUT is used to correct any deviation of the logarithmic amplifier from a true logarithmic
characterigtic. It isapplied immediately after the A/D results are read.

The Calibration LUT is used to compensate for variations in the senstivity of the system with respect to
the horizontal scan. It is generated by scanning a uniformly exposed 14" wide image plate, averaging a
number of lines and normalizing the data. This forms a reference look up table with a value for each pixel in
aline. Thisdatais truncated and scaled the provide the cdibration curve for any size image plate scanned at
any dlowable number of pixels per line. During acquistion each pixel vaue from the A/D is added to its
corresponding cdibration LUT vaue. Since this addition is of the log of the signals the effect is the same as
multiplying the pre-log signal by a scaling factor.

The Output LUT isfor user use and depends on the gpplication. The default tableisa 1:1 Lookup Table.
It can be replaced by aninverse 1:1, a 12-hit to 8-bit mapping, or any other desired function.

Automatic Gain Adjustment

Automatic Gain Control is used to compensate for reduction in sengtivity of the PMT detectors due to age.
Automatic gain adjusment (AGC) is performed whenever a DACQ mode 5 command is received. The
DACQ Mode 5 is a specid mode exclusvely for the automeatic adjustment of the output gain of the PMTs,
as well as automatic adjustment of the log amplifier input offset voltage. The only data generated are the
results of the adjustments. The appropriate enable bits must be set in the DACQ CSR for the adjusmentsto
take place, or dse the adjustments will be set to null or minimum. When the AGC enable bit is set the HV
register specifies the gain to adjust to. The gain may be set to a cdibrated level over arange of two decades
(2000 counts).

Because there is no signa without the presence of a exposed phosphor image plate a specid blue reference
LED isincorporated into the collection cylinder which is under firmware and software control. During setup
the LED is adjusted for a cdibrated, congtant light output. Then, during the AGC process the blue LED is
turned on and the PMT high voltage is changed so as to produce the desired A/D output. Because the laser
produces no sgnd the galvanometer need not be scanning.
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X Only and XY Pixd Averaging Modes

The ACR-2000 READER Data Acquisition board is capable of averaging pixel valuestogether, either in X
only or inboth X and Y. The mode hits are selected in the DACQ CSR. In X-only mode one data value is
produced for each two pixd clocks (one DATAVAIL per two PIXTRIGS). The data vdue is the average
of two samples. Thus the amount of data is reduced by two, and the film speed should double in order to
maintain a 1:1 pixel aspect ratio.

In XY averaging mode two lines are averaged in addition to the pixel averaging described above. Thus
each data value is the average of four adjacent pixes (2x2) and the amount of data is reduced by four. In
this case the film speed is the same as for no averaging.

Galvo Control

Control of the galvo in the ACR-2000 READER is different from control in the LS100/200 series in that
the basic sweep and retrace times are not programmable. These parameters are fixed in firmware; the PLD
must be changed in order to change these parameters. The present settings are 480 kHz up clock (8.53ms
up ramp) and step return to start (no down ramp).

The SCANCLK signa from the Data Control Board no longer controls the sweep speed. The sweep speed
is now fixed within the generation circuit (DQFMGV.GDF) and can be changed only by changing the
firmware. The SCANCLK signal now controls the repetition, or ling, rate. Thisisfixed for each model and
should never be changed.

For the ACR-2000 READER the Scanclk frequency is 10,000,000/25000 = 400Hz. This signd is aways
sent by the DCB; active galvo scanning is enabled by the Galvo Enable bit in the DACQ CSR.

This is divided by 8 in DQFMGV.GDF, which generates the SOS signal. Thus the scan synchronization
begins here. The SOS sgnd initiates a galvo sweep and adso is sent back to the DCB to begin the line
acquisition sequence.

The Galvo board is now a more standard servo control amplifier and the interface is smpler. The sweep is
linearized with a lookup table (GLVLUT.DAT) which converts the linear stairstep output from the
generation circuit into an S-shaped waveform.  The amplitude and DC offset of the output signa can be
varied by two on-board potentiometers.

Galvo Rest Positions

If the SCANCLK signd is present and the GLVENB bit is set in the DACQ CSR, then the galvo sweep
sgna will be generated, causing the gavo to sweep. If the GIVENB bhit is cleared the galvo will stop
sweeping and will take a static position according the settings of the "PARK" switched and the "CTR"
jumper. If the CTR jumper isingdled the postion will be at count = 2048, which is the eectrical midpoint
of the sweep. Thisisirrespective of the setting of the PARK switches.
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If the CTR jumper is off and the GIVENB hit is cleared then the pogtion will be according the PARK
switches, which congst of 6 DIP switches. The position will be equa to the switch vaue O through 4032.
(O through 63 times 64). The beam can be parked at any location within 64 counts by setting the switches.

Film Transport Motor Control

The ACR-2000 READER film trangport motor is a precison DC motor with a 256-count encoder. The
control for this motor is on the Data Acquigtion board. It is a frequency-controlled servo amplifier, with
the reference frequency, FILMCLK, coming from the DCB. The linear plate speed is directly proportiona
to the FILMCLK frequency. Aswith the gavanometer control this signal is dways being generated by the
DCB; motor drive and direction are controlled by two DCB CSR hits, Motor Enable and FIm Reverse.
There are no adjusments to the plate trangport motor control circuit.

Speed is st by an input clock rate between 9khz and 16khz, which accommodates the necessary range of
plate speeds. When the Motor Enable hit is set to 1, the input clock signal is compared with a motor
encoder 9gnd. Theinput clock signa causes a counter to count up, the encoder rate Sgnal causes the same
counter to count down. The resdua count is converted to an andlog voltage via a Digital to Analog
Converter to drive the motor. When the motor(encoder) rate matches the desired input clock rate, zero
servo error and speed stability is attained. Plate reversal is performed by changing the polarity of the servo
sgnal when the motor reverse signd is activated.

Interfaceto the Data Control Board

The interface between the DCB and the DACQ is by a 37-conductor cable. The sgnds include a bi-
directiond 8-bit data bus, status signals from the DACQ), and control signals from the DCB.

The DACQ isadave in dl datatransfers. There are two types of data transfer: DACQ register R/W and
DCB image memory write during data acquistion. During data acquisition the DACQ signals the DCB
when a data word is available (DATAVAIL) and then the DCB reads the data a byte a a time over the
interconnect, writing it to the image memory with the autoincrement address counter setting the address.
The sgnd (SCAN) must be true for data transfer to occur, which is automatic. Also the status sgnd
ISFILM must betrueinorder for the DACQto assert DATAVAIL.

DACQ regigter access includes the DACQ CSR and the CaA/LUT autoincrement memory SCAN must be
false for thisto occur.
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453PMT PREAMPLIFIER

The preamplifier is the interface between the PMT receiving the stimulated light from the collection
chamber and the log processing circuits in the Data Acquisition PCA. The preamplifier servesas a
current to voltage converter between these two assemblies.

The preamplifier is a single integrated amplifier with the input power and common return provided
from the Data Acquisition PCA. The input power isfiltered at the amplifier and reverse bias diodes
are provided to protect the circuit against improper connections of the input power. High voltage
fromaPMT supply is divided in 10 equal differential voltages and used to bias the cathode, grid, and 8
dynodes of the PMT.
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5.0 SERVICE ADJUSTMENTS

This section coversthe LUMISCAN ACR-2000 READER components that can be adjusted in the field.

The following equipment is required for any alignment or adjustment performed in this section of the
service manual.

Requirements

HARDWARE REQUIRED
Computer with keyboard and monitor
Interconnect cable, PN 0062-052
Data Control PCA (DCB)
Oscilloscope, 50 Mhz, dud trace or better
Digitd Volt Meter(DVM)
Imaging workgtation
DVM
Laser power meter, Photodyne or equivalent
Storage phosphor image plates, 14 x 17inches, Agfa, Kodak or Fuji
Interlock switch cheat keys, 2 each
X-ray system capable of 85 kVp at 8 mAs
X-Ray exposure meter (capable of discerning 0.05 milliRads)
Copper step wedge, .020” x 8 steps
Copper plate (Lmm thick)
Set of Standard Screw Drivery Hat blade, philips)
Smadl Screw Driver(Tweaker)
Hex Driver Set (5/16 thru .050)
Photographic Dark Cloth Cover
Diagnogtics
Galvo Linearity Pattern P/N 0070-966

SOFTWARE REQUIRED
Lumisys diagnostic and cdlibration tools must be avalable. These are typicaly found in the

C\LSDT32TOOLS directory. The Data Acquisition (DACQ) board must aso have its associated
CLUT file available, as generated during board-level testing.
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WARNING ACR-2000 READER

Working with and around X-ray equipment and high-power lasers present risks if
proper precautions are not taken. The X-ray equipment is housed in a lead-lined
room. Never turn the X-ray on unless all personnel are outside of the room and
the door is closed. Perform the following steps in a darkened or dimly lighted
room so as not to damage the PMT.

52 Optics
This procedure contains complete field optica adignment ingtructionsfor the LUMISCAN.
NOTE

Laser light is present. Observe all war nings and cautions listed in the
I ntroduction, I nstallation and M aintenance sections of this manual.

Any component change in the optical path will probably require re-aignment and adjustment
of al subsequent elements, from that point on, to the PMT sub-system.

All optica surfaces are sendtive and delicate. Follow the Optics Cleaning ingtructions in this
Section of the manud.

521 Optical Adjustments

Optical AdjustmentsNOTE
Thefollowing alignment procedur es ar e not required unless a component
used in the procedure has been replaced. Alignment should not be
attempted unlessthe service engineer has been factory trained.

The following isalist of the Opticd adjustments. See Figure 5-1.
Laser Diode Module assembly
Galvo Scanner
Folding Mirror

Remove the LUMISCAN main cover to gain access to the Optics. (Refer to Section 8.0 of
this manud).
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1. Laser Light Verification

Ingtall the Interlock Key to allow operation of the Laser with the cover off. Remove the optics cover on the
back pand. Turn on the ACR-2000 Reader. Observe that the beam is projecting onto the Galvo Mirror. If the
power ison and the Interlock Key isingtalled and thereisno Laser light, the Laser Module is suspect.

2. Folding Mirror

Disconnect the J3 power cable to the Galvo PCA. Ensure that the beam is projecting to the center of the
Light Collection Chamber +/- 0.5 inches. If not, rotate the Gavo Motor or the Gavo Mirror to achieve
center. Re-connect the Galvo PCA power. Go to the command prompt. Navigate to the Lumisys “tools”
directory. Start the DDT menu. Start the Galvo by sdecting option 20 from the DDT menu. Adjust the
height and the tilt adjusment screws that are located on the folding mirror until the beam is horizontaly
centered and vertically level in the Light Collection Chamber opening. Remove Galvo PCA power at  J3. If the
beam is not horizontally centered, start sep 2 over again.

3. Plate Detector Alignment

Note: This adjustment applies only to readers with Data Acquisition PCA P/N’'s 0070-735 and below.
This adjustment is not necessary for readers with Data Acquisition PCA P/N’'s 0071-592 and above.
Go to the command prompt. Navigate to the Lumisys “tools’ directory. Start the DDT menu. Select
option 20. Press “I” to measure the “Isfilm” signal. Press® P” to plot the “Ifilm” signal. Y ou should see
three spikes approximately 1600 in amplitude. If these spikes are not seen, the beam is not hitting the
three detectors. Use the roof mirror to raise or lower the beam until al three spikes are visible.
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5.3 Scan Linearity Adjustment

NOTE
This Adjussment Must be donein a Darkened Room

NOTE
Adjustment of the Scan Linearity israrely necessary. For various reasons, the Linearity Test can
sometimes provide a false indication of failure. Test resultswhich are dight out of tolerance are probably
genuine. Ted resultswhich arefar out of tolerance are likely false. The most common reason for false
Test resultsistoo much ambient light leaking into the unit. Be sureto verify that the Scan Linearity is
failing before making any adjustments

This adjustment will assure that the reading of a sngle line of data occurs within the mogt linear region of a
given Galvo motor sweep, and that the edges of the film do not fall outside of the scan range.

The test pattern used in this adjustment has 14 evenly spaced bars of equa width. R45 Damping and
R47 Servo Gain on the Galvo PCA are used to adjust the rate of beam movement across the 14 bars
S0 that the number of pixel samples on each bar isthe same. If the beam movestoo dowly across a bar
the number of pixe samples will be too high. This error is quantified by the LNADJDT program as
CAL +. Conversdly, too few pixel samplesresult in CAL - error. R58 Galvo Offset is used to postion
the beam <0 that the 14 bars are centered in the beam span . R59 Galvo Span is used to adjust the
beam span 50 that the sum of the 14 bar widths is a specified vaue cdled  Sum of Deltas, which isthe
sum of the pixel samples of the 14 bars. The field specification for these parametersis asfollows.

Nomind Parameters

Cd + eror: lessthan 2%
Cd - eror: lessthan 2%
Sum of Ddltas: 3902 + 1
Diganceto first edge: 86 + 1

Preferred Parameters

Cd + eror: lessthan 3%
Cd - eror: lessthan 3%
Sum of Deltas: 3902 + 8
Digtanceto first edge: 86 + 3

Allowable Parameters

Cd + eror: lessthan 5%
Cd - eror: lessthan 5%
Sum of Ddltas. 3902 + 20
Digtanceto first edge: 86 + 7

5.3.1 The room lights should be dim and the unit covered to minimize stray light.
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5.3.2 Place the 14" Linearity Adjust Pattern (P/N 0070-966) in the input dot with the vertical lines
facing the unit and the widest red bar towards the abort button.

5.3.3 From the “tools” directory, enter LNADJDT at the command prompt. Enter the Serial Number of
the reader. Press <Enter> to continue. When prompted for Linesto Skip, press <Enter>. Observe the
following screen display.

LINEARITY ADJUST TEST, Lumisys, Inc. (c) 1994
SN: xxxx Modd: LSxx Target Deltasum: 3902 1% Edge: 86

Ddta 276 277 278 277 280 279 281 280 280 279 280 278 278 279
Maks 1 2 3 4 5 6 7 8 9 10 11 12 13 14
CAL- =1.00%, CAL+=0.79%

sum of Deltas= 3902, average of Ddltas = 278.10

Number of edgesfound = 15 Distance to 1% edge = 86

5.3.4 If the preferred parameters are met, it is not necessary to continue the Scan Linearity
adjustment. If you are experienced at this adjustment and wish to set the Sum of Deltas and Distance to
first edge to nominal, you may. If the preferred parameters are not met, proceed to 5.3.5.

5.3.5 If the dlowable parameters are met, proceed to 5.3.12. If the allowable parameters are not met,
proceed to 5.3.6.

5.3.6 If the allowable parameters are not met, the beam may be out of position. To check the position of
the beam, pressthe “p” key. A properly positioned beam will result in the following plot.

|E ¥indows Plot Line (32-bif)

F Min F Max G Min G Max Line File

0 2405 0 2405 line.dat
4096 ,
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5.3.7 A properly positioned beam will show al 14 bars with adight gap on either side. Position the beam
properly using the following chart. ( Note: The plot window does not update in real time to show beam
position changes. To see the results of an adjustment attempt, it is necessary to close the plot window
and pressthe“ p” key again.)

Adjustment Directions

Make bars wider / Show fewer bars Turn R59 Galvo Span Clockwise

Make bars narrower / Show more bars Turn R59 Galvo Span Counter Clockwise
Move barsto the left Turn R58 Galvo Offset Clockwise

Move bars to the right Turn R58 Galvo Offset Counter Clockwise

5.3.8If, after the beam has been properly positioned, the dlowable parameters are met, proceed to 5.4.12.
5.3.9 Use R59 to adjust the Sum of Deltasto nomindl.

5.3.10 Use R58 to adjust the Distance to first edge to nomindl.

5.3.11 If the allowable parameters are not met, proceed to 5.4.19.

5.3.12 Use R45 and R47 on the Galvo Driver PCA to adjust CAL+ and CAL- to be aslow as possble.

5.3.13 Use R59 to adjust the Sum of Deltasto nomindl.

5.3.14 Use R58 to adjust the Distance to first edge to nomindl.

5.3.15 Use R45 and R47 on the Galvo Driver PCA to adjust CAL+ and CAL- to be aslow as possble.

5.3.16 Use R59 to adjust the Sum of Deltasto nomindl.

5.3.17 Use R58 to adjust the Distance to first edge to nomindl.

5.3.18If the preferred parameters are met, the Scan Linearity Adjustment is completed. Press “q”
to quit the program. If the dlowable parameters are met, it is left to the discretion of the Service Engineer
whether or not to try for the preferred parameters. Due to compone